
Roof Window Instructions 

Tools needed: 

• Tape measure 

• Pencil for marking out 

• Square 

• Hammer 

• Electric or/and manual saw  

• Electric or/and manual screwdriver 

• Utility knife  

• Staple gun 

• Tools for cutting your roof materials 

What’s included in the box… 

• Window with detachable sash 

• L shaped brackets & screws to accompany them 

 

Safety first: 

• Ensure that tools/equipment are used safely at all times. 

• The window should be fitted from inside the roof – You should not work on the roof 

as it is unnecessary and potentially dangerous. There is therefore no need for external 

scaffolding during installation.  

• Nevertheless, you must be extremely careful as tools and materials could fall off the 

roof during installation.  Never leave your tools/materials on the roof itself and also 

cordon off using barriers the ground below where you are working. 

• If you don’t have the necessary materials/tools and you are unable to provide a safe 

working environment please consult/use a skilled, trained tradesman to install the 

windows. 

 



Installation: 

1. Ensure you have all the all the tools listed above and a safe working environment before 

starting installation. 

2. If you install it in an existing loft there may be plasterboard (or some other material) on top 

of the roof timbers. If this is the case, measure and mark out the position of where you want 

it. 

3. Mark the centre position and cut a small inspection hole in the plasterboard. WARNING! 

Before cutting inspection hole you must check for cable work and/or pipes. Looking through 

the inspection hole will allow you to determine where the roof timbers are located and help 

plot the exact position of where the window will be fitted. 

4. Cut your opening in the plasterboard removing any insulation if found. 

5. If the roof window won’t fit between the 2 rafters you will have to cut out the rafter that is 

in the way. WARNING!  Before removing you must consult a qualified Structural Engineer! 

You must support the rafter above and below to ensure the roof remains stable. Only once the 

rafter that is being removed is supported properly can you cut out the rafter section that is in 

the way. 

6. Fit timber blocking below and above the window location ensuring sufficient space for the 

roof window. Use steel fixing brackets/joist hangers to fit timber blocking. 

7. Mark out window on the felt and cut it out. Carefully remove the first piece of the roofing 

material taking care not to let it fall off the roof.  

8. Remove all roofing material from where the window and flashing will be located and save 

any tiles to be reused when installing the flashing. 

9. Cut out unnecessary battens or “sarking” boards. 

10. Horizontal battens needs to be fitted below the bottom and top edge of where the frame 

will go.   

 If tile depth is 16-50mm you must use the following table and diagram for your dimensions: 

Code Nominal Size Width = a Height = b 

C2R 55 x 72 cm 55.0 cm 71.9 cm 

F6R 66 x 112 cm 66.0 cm 111.9 cm 

M4R 78 x 92 cm 78.0 cm 91.9 cm 

M6R 78 x 112 cm 78.0 cm 111.9 cm 

M8R 78 x 134 cm 78.0 cm 133.9 cm 

S6R 114 x 112 cm 114.0 cm 111.9 cm 



 

 

Alternatively, If tile depth is 0-16mm you must use the table above and diagram for your 

dimensions: 

 

11. Spin the sash and remove from the frame by pushing the button on the hinge shown 

below: 

 



12. Screw the metal L shaped brackets to the locations as shown below. 

. 

13. Also if you are fitting a 78 x 134cm window (S6R) or 114 x 112cm window (M8R) you 

must also fit 2 extra L brackets as shown below. Screw the L shaped brackets loosely to the 

battens. 

 



14. Refit sash into the frame and check that you can open & close the window smoothly.  

Make sure the gap between frame and sash is constant and parallel along the length and width 

of the window. Amend the position of the frame using a crowbar/screwdriver if the length is 

out or use the black plastic wedges supplied underneath the L brackets if the width is out as 

shown below. Once you are happy it is all in line fasten the screws to the battens securely.  

 

15. Remove the sash again.  We recommend fitting a breather membrane collar / underlay 

(NOT INCLUDED!) to cover the sides of the frame externally to boost the life of product.  

Loosen slightly the first batten below the window and lay the bottom of the membrane collar 

below this batten and staple or use nails securely to window frame. 

 



29. The side of the membrane collar has to be tightly stapled around the battens. 

 

16. You must ensure that the underlay fitted above the window frame goes below the existing 

roofing membrane to ensure there is no leaks. For this reason you will have to cut a piece of 

the counter battens to do this properly (see below). Cut the existing roofing membrane above 

the window between the rafters horizontally. Using a staple gun secure the bottom of the 

collar to the top of the frame and then slide the top of the collar under the existing roofing 

membrane you have. 

 

Now you must fit the flashing. 

 



Flashing Instructions 

We recommend using a professional tradesman to install your flashing kit. 

 

What’s included in the flashing box… 

 

1. You will have to chamfer the top edge of the tiles that are butting up underneath the 

window (unless they are slate). The reason for this is that you will have to shape the flashing 

apron to the shape of the tiles and this will be very difficult to do so if you haven’t chamfered 

them.  

2. Fit the chamfered tiles underneath the window frame.  Ensure you secure the roofing 

material around the window. 



3. Fit the bottom of the flashing to the window frame covering the tiles with the wavy apron.  

Screw the bottom cover piece to the bottom of the frame. 

 

4. If you are installing the flashing to a roofing material between 0-16mm you must remove 

the foam gaskets from the side and top flashing sections. You must also flatten the back 

bended edge of the side and top flashing sections. 

 

 

 



5. Fit the 2 side flashing sections to the window frame. Hook metal tab fixings over the lip of 

the flashing and then nail them to the battens.  Also fold over tab connected to the bottom 

flashing section over the lip on the side flashing section on each side. 

 

6. Slide the side flashing covers clip up into the bottom cover piece and screw into the frame 

through holes provided. Screw the 2 hinge covers to the frame. Screw the frame top cover 

through the side flashing covers into the frame. The Top flashing must overlap the side 

flashing/side covers.  Fold tab fixing on side cover through the top flashing to fasten together.  

 



7. Fit the roofing material down the side of the window leaving a 30-60mm gap between tiles 

and flashing.  The sponge needs to be cut above where each tile fits along the side of the 

flashing for a perfect fit when using tiles that are 16-50mm thick.  

 

8. Fit the roofing material above the window leaving a 60-150mm gap between the tiles and 

flashing. Remember to nail the roofing material. Take all necessary precautions to prevent 

falling. If working with tiles 0-16mm deep remove the attached top triangular piece. If tiles 

are 16-120mm thick the sponge needs to be cut beside where each tile fits to ensure a perfect 

fit. Also when using 16-50mm thick tiles ensure that the top triangular piece is underneath the 

tiles. 

  

 

 



9. Shape the apron to the roof using a rubber mallet when using wavy stile tiles etc. 

   

10. Fit the sash back into the window frame. 

 

 

 


