
1. Construct a frame in the ceiling to match the size

of ladder purchased. This frame needs to be of
sufficient strength to support the whole ladder
assembly.

2. Offer the complete ladder assembly into the
constructed ceiling opening, so that the lower
edge of the frame fits flush with the ceiling below
TIP: you may find it easier to remove the ladder
assembly from the hatch door when doing this –
but do not remove the door. Take great care when
removing the ladder assembly from the door as
there are 2 large springs under tension.

3. Fix ladder assembly/frame and door into position
using eight 70mm screws (2 on each side). Ensure
that the ladder assembly is securely (and
therefore safely) fixed.

4. Open the hatch door and lower this into the room
below as far as the retaining bars allow. Fig. 1

5. Adjust 4 brackets that secure the top section of the ladder to the door, so that ladder
is set away from the door and therefore allows for easier use (Fig.2) The door is set
against the ladder for transport purposes.

6. Cut lower ladder section to correct length. TIP: Measure, in a straight line, and along
the back edge of the ladder, the distance from the lower end of the middle ladder
section and the floor. You may find it useful to use a straight piece of timber or similar
when doing this. Mark this measurement on the
lower ladder section (back edge) and cut at an
angle of 90 degrees. Fit feet to the ladder and
fully open. Depending on your floor surface it
may be necessary to cut a further small section
from the bottom of the ladder. (Fig. 3)

7. Fix ready painted architrave to lower edge of
ladder frame
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